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1) Descarga la aplicación RideLink desde tu tienda de aplicaciones /
 Descarga Play Store en tu teléfono.

2) Inicia sesión o regístrate con tu cuenta.

Regístrate en la
aplicación RideLink, crea
un vehículo e inicia el
proceso de configuración
de Angel Link. Escanea el código QR

de Angel Link.



3) Conecte el enlace de ángel a la batería del vehículo.

1. ELIGE UN PLAN DE SUSCRIPCIÓN

Conecta el
cable rojo al +
y el cable
negro al -
(Tierra).

5) ACTIVAR EL SISTEMA ANTIRROBO



Category Value

GNSS
GPS, GLONASS, GALILEO, BEIDOU, SBAS,
QZSS, DGPS, AGPS

Receiver
33 Tracking-Kanäle / Channels, 99
Akquisitions-Kanäle / Channels

GNSS- Sensitivity -165 dBm

GNSS- Precision < 2.5 m CEP

Speed Precision < 0.1 m/s (+/- 15% Error)

Hot Start < 1 s

Warm Start < 25 s

Cold Start < 35 s

Frequency (Output
Power)

2G (GSM) 850 / 900 / 1800 / 1900 MHz (30
dBm)

Frequency (Output
Power)

4G (LTE) Bands: 1, 3, 5, 7, 8, 20, 28 (23 dBm)

Voltage 6–30 V DC

Battery 170 mAh Li-Ion, 3.7 V (0.63 Wh)

Fuse 3A, 125V

Power Consumption
12V: < 2 mA (Ultra Deep Sleep), < 4 mA (Deep
Sleep), < 5 mA (Online Sleep), < 6 mA (GPS
Sleep), < 25 mA (nominal)
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